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METHOD OF DESTROYING HAZARDOUS 
ORGANIC COMPOUNDS 
This invention Was made With US. Government support 
under cooperative agreement number CR 819673-01-1 
awarded by the US. Environmental Protection Agency and, 
accordingly, the United States of America may have rights 
to this invention under the above grant. 
TECHNICAL FIELD 
The present invention relates generally to a method of 
degrading, decomposing or destroying haZardous aqueous 
and vapor phase organic compounds utiliZing oZone. 
BACKGROUND OF THE INVENTION 
OZone is an allotropic form of the element oxygen that 
functions as a poWerful oxidant, bleach and Water puri?er. 
Upon contact With Water oZone decomposes rapidly to 
produce free radicals that may be effectively utiliZed to treat 
industrial Waste. In fact, in the presence of Water, oZone acts 
more rapidly than hydrogen peroxide, chlorine and sulfur 
dioxide. Bacterial and viral disinfection utiliZing oZone is up 
to 5000 times more rapid than comparable treatments uti 
liZing chlorine. 
Despite its effectiveness the efficiency of oZone in treating 
haZardous aqueous and vapor phase organic compounds in 
Water is extremely loW for a number of reasons. These 
include relatively loW oZone solubility in Water, rapid oZone 
decomposition, high gas/liquid mass transfer resistance and 
non-selective oxidation. Further, oZone gas transfer pro 
motes the loss of volatile organics. Additionally, for vapor 
phase organic compound destruction from air or gas streams, 
conventional aqueous phase oZonation is often not possible 
because of loW solubility of those organics in Water. 
Recognizing these shortcomings, other oZonation meth 
ods have been proposed as set forth in, for example, US. 
Pat. Nos. 4,793,931 to Stevens et al. and 4,940,808 to 
SchultZ et al. In the Stevens et al. patent, the photodegra 
dation of solid or liquid phase Waste organics by extraction 
of the organics in a per?uorinated solvent including a 
photo-oxidant such as oZone is disclosed. In SchultZ et al., 
a process for oZonation of saturated organic compounds by 
utiliZing an oZone-containing gas in halogenated hydrocar 
bon coolants such as ?uorinated methane or ethane is 
disclosed. 
Other prior art references of interest also relating to 
oZonation include US. Pat. Nos. 5,430,228 to Ciambrone et 
al.; 5,457,269 to Schonberg and 5,580,458 to Yamasaki et al. 
While effective for their intended purpose, such approaches 
may be improved upon to provide more efficient degradation 
or destruction of the vapor phase organic compounds at 
loWer overall cost. 
SUMMARY OF THE INVENTION 
Accordingly, it is a primary object of the present invention 
to provide an improved method of destroying haZardous 
aqueous and vapor phase organic compounds that is more 
efficient and cost effective than prior art approaches. 
Still another object of the present invention is to provide 
an improved method of oZonation for the degradation, 
decomposition and destruction of aqueous and vapor phase 
organic compounds utiliZing an inert, non-toxic, reusable 
solvent system having high oZone capacity and loW vapor 
pressure for concurrent adsorption and destruction of those 
compounds. 
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Additional objects, advantages and other novel features of 
the invention Will be set forth in part in the description that 
folloWs and in part Will become apparent to those skilled in 
the art upon examination of the folloWing or may be learned 
With the practice of the invention. The objects and advan 
tages of the invention may be realiZed and obtained by 
means of the instrumentalities and combinations particularly 
pointed out in the appended claims. 
To achieve the foregoing and other objects, and in accor 
dance With the purposes of the present invention as 
described herein, an improved method is provided for 
destroying haZardous vapor phase organic compounds. That 
method may be broadly described as comprising the steps of 
providing a polymeric siloxane based solvent in a vessel and 
adding (a) the haZardous aqueous and/or vapor phase 
organic compounds to be destroyed and (b) oZone to the 
polymeric siloxane based solvent. 
Preferably, the method also includes the step of providing 
a ?uorinated hydrocarbon solvent in the vessel in mixture 
With the polymeric siloxane based solvent. Preferably, the 
polymeric siloxane based solvent is a liquid siloxane based 
solvent having a —Si—O— backbone substituted With 
methyl groups and ranges in viscosity from 3—200 centis 
tokes (cst). Such a polymeric siloxane based solvent 
includes polydimethylsiloxanes of viscosities ranging from 
3 to 200 and still more preferably 3 to 100 cst (such as, L-45 
commercial solvents) and functionaliZed polysiloxanes as 
Well as any mixtures thereof. These are commercially avail 
able from a number of manufacturers including but not 
limited to DoW Corning of Michigan and OSI Specialties of 
West Virginia. 
Preferably, the ?uorinated hydrocarbon based solvent 
ranges in molecular Weight from betWeen 400—900. Such a 
?uorinated hydrocarbon based solvent includes, for 
example, FC40, FC77 (by 3M Company) and per?urodeca 
lins as Well as any mixtures thereof. These are also com 
mercially available from a number of manufacturers includ 
ing but not limited to 3M Company of Minnesota. 
In accordance With another important aspect of the 
present invention rubber, preferably in the form of chipped 
Waste tires, is added to the polymeric siloxane based solvent 
or the combined solvent system. This rubber functions to 
adsorb the haZardous volatile liquid vapor and hold it for 
reaction With the oZone: that is, destruction by reaction With 
the free radicals generated by decomposition of the oZone in 
the solvent/combined solvent system. 
Still other objects of the present invention Will become 
apparent to those skilled in this art from the folloWing 
description Wherein there is shoWn and described a preferred 
embodiment of this invention, simply by Way of illustration 
of one of the modes best suited to carry out the invention. As 
it Will be realiZed, the invention is capable of other different 
embodiments and its several details are capable of modi? 
cation in various, obvious aspects all Without departing from 
the invention. Accordingly, the draWings and descriptions 
Will be regarded as illustrative in nature and not as restric 
tive. 
BRIEF DESCRIPTION OF THE DRAWING 
The accompanying draWing incorporated in and forming 
a part of the speci?cation, illustrates several aspects of the 
present invention and together With the description serves to 
explain the principles of the invention. In the draWing: 
FIG. 1 is a schematic diagram illustrating a testing appa 
ratus that Was utiliZed to perform the method of the present 
invention for Examples 1 and 2; 
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FIG. 2 is a graphical representation illustrating the 
dechlorination of 1,3-dichlorobenZene in a L-45-20 
polydimethylsiloxane/distilled Water system; and 
FIG. 3 is a graphical illustration of free chloride formation 
from the oxidation of trichloroethylene vapor in a multi 
phase oZonation system including polydimethylsiloxane, a 
?uorinated hydrocarbon and Water. 
Reference Will noW be made in detail to the present 
preferred embodiment of the invention, an example of Which 
is illustrated in the accompanying draWing. 
DETAILED DESCRIPTION OF THE 
INVENTION 
As indicated above, the present invention relates to a 
method of degrading, decomposing or destroying haZardous 
aqueous and/or vapor phase organic compounds in a more 
effective and efficient manner utiliZing oZone. Various aque 
ous and vapor phase organic compounds may be processed 
utiliZing the present invention. They include but are not 
limited to substituted and halogenated benZenes and 
phenols, substituted nitrophenols and amine compounds, 
halogenated alkenes (unsaturated organics) and mercaptans. 
In accordance With the broadest aspects of the present 
invention, the aqueous and vapor phase organic compounds 
to be destroyed and oZone are added to/dispersed in a 
polymeric siloxane based solvent. Advantageously, the sol 
vent provides a relatively high oZone solubility of approxi 
mately 5—10 times higher than Water. Thus, more oZone is 
made available for the effective and efficient destruction of 
the aqueous and/or vapor phase organic compounds. Further, 
the solvent functions to provide the vapor phase organic 
compound in optimum droplet siZes (eg 10 to 100 pm) 
Within the solvent so as to provide a liquid/liquid interface 
that improves upon the oZone treatment efficiency and 
provides a higher destruction rate of the vapor phase organic 
compound. Advantageously, the solvent is also stable and 
effectively inert during the treatment process so that the 
solvent may be completely recycled. This not only avoids 
adverse environmental impact, but substantially loWers 
operating costs. 
In accordance With a further aspect of the present 
invention, the solvent system may include a ?uorinated 
hydrocarbon based solvent in mixture With the polymeric 
siloxane based solvent. In many applications this combined 
solvent system increases the destruction efficiency of the 
oZone While still providing a relatively high oZone solubility 
and remaining stable and effectively inert during the treat 
ment process. Thus, this alternative solvent system also may 
be completely recycled, thereby avoiding adverse environ 
mental impact and substantially loWering operating costs. 
A Wide range of polymeric siloxane based solvents may 
be utiliZed in the present method. Examples of such solvents 
include commercial polydimethylsiloxanes such as, L-45-3, 
L-45-20, L-45-30, etc. as Well as any mixtures thereof. 
Preferably, those solvents have an —Si—O— backbone 
substituted With methyl groups and range in viscosity from 
3—200 centistokes. Such polymeric siloxane based solvents 
include substantially any of the polydimethylsiloxane based 
solvents commercially available in the marketplace. 
The ?uorinated hydrocarbon based solvents that may be 
utiliZed in the combined solvent system of the present 
method range in molecular Weight from betWeen 400—900. 
Such ?uorinated hydrocarbon based solvents include, for 
example, FC40 and FC77 of 3M Company as Well as any 
mixtures thereof. These are all commercially available and 
many at reasonable costs. 
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In accordance With another important aspect of the 
present invention, rubber is added to the solvent/combined 
solvent system. Any convenient and economical source of 
rubber, such as chipped Waste tires may be utiliZed. 
Preferably, betWeen 1—20 g of rubber is added per liter of 
solvent/combined solvent system. This rubber adsorbs haZ 
ardous vapor phase organic compounds thereby effectively 
holding those compounds in the solvent/combined solvent 
system until such time as they react With oZone generated 
free radicals and are thereby destroyed. 
In accordance With the present method, the haZardous 
aqueous and/or vapor phase organic compounds and oZone 
are added to/dispersed in a polymeric siloxane based solvent 
or a combination of a polymeric siloxane based solvent and 
a ?uorinated hydrocarbon based solvent system in accor 
dance With any knoWn approach appropriate for the intended 
purpose. Operation may be by batch, continuous or plug 
?oW mode depending upon the best approach for a particular 
application. 
For example, the polymeric silcxane based solvent or the 
combined polymeric siloxane based solvent and ?uorinated 
hydrocarbon based solvent system may be placed in a 
reaction vessel. Rubber in one form or another may also be 
placed in the reaction vessel if desired. Both oZone and the 
haZardous vapor phase organic compound to be destroyed 
may then be bubbled directly through the solvent system 
Which may also include an agitator to provide further 
dispersion. In such an arrangement the oZone output of an 
oZonator may be introduced by means of a sparger into the 
solvent system. Simultaneously, the haZardous vapor phase 
organic compound may be maintained in a separate vessel. 
Introduction of a gas stream (e. g. nitrogen) into this separate 
vessel serves to volatiliZe the vapor phase organic com 
pound Which is then delivered by the gas stream through a 
separate sparger and dispersed into the siloxane based 
solvent/combined solvent system. There the oZone readily 
reacts With the haZardous vapor phase organic to complete 
its decomposition and destruction. 
In an alternative approach, the haZardous aqueous and/or 
vapor phase organic compound may be added directly to the 
polymeric siloxane based solvent/combined solvent system 
in either a liquid or gaseous form. Still further, a liquid such 
as Water contaminated With the haZardous vapor phase 
organic compound may be directly added to the polymeric 
siloxane based solvent system to alloW reaction With the 
oZone. As stated above any approach may be utiliZed just so 
long as the haZardous organic compound to be destroyed and 
the oZone are simultaneously delivered for reaction in the 
polymeric siloxane based solvent or the polymeric siloxane 
based solvent and ?uorinated hydrocarbon based solvent 
system. 
Reference Will noW be made to FIG. 1 schematically 
shoWing an apparatus 10 used in demonstrating the efficacy 
of the method of the present invention for the destruction of 
haZardous organic compounds in an efficient and effective 
manner. The apparatus 10 being described Was particularly 
useful for batch testing. As shoWn in FIG. 1, the apparatus 
included a vessel 12 for holding a solvent 14. In accordance 
With the present invention, that solvent 14 Was a polymeric 
siloxane based solvent or a mixture of a polymeric siloxane 
based solvent and a ?uorinated hydrocarbon based solvent 
Which formed a combined solvent system. 
The apparatus 10 also included a vessel 16 that held a 
liquid source of the vapor phase organic compound to be 
treated and destroyed. Nitrogen gas Was delivered and 
disbursed into the volatile phase organic compound in the 
5,986,160 
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vessel 16 from a source 18 by means of the How line 20, How 
meter 22 and sparger 24. The nitrogen gas bubbling through 
the liquid in the vessel 16 functioned to vaporize the volatile 
phase organic compound Which Was then delivered through 
the How line 26 and dispersed by the sparger 28 into the 
solvent 14 in the vessel 12. 
Simultaneously, oxygen from an oxygen source 30 Was 
delivered through the How line 32 to an oZonator 34 Where 
oZone Was produced. The oZone so produced Was then 
delivered through the How line 36 to the sparger 38 Which 
dispersed the oZone in the solvent 14. 
During processing the nitrogen ?oW rate through the How 
meter 22 Was maintained betWeen substantially 100 and 500 
ml/s. The oxygen ?oW rate from the oxygen source 30 Was 
maintained at substantially 0.2 L/min so that oZone Was 
generated by the oZonator 34 at betWeen substantially 0.004 
to 0.008 L/min. This results in substantially 2—4% of the 
oxygen delivered through the sparger 38 into the solvent 14 
being oZone. 
Reference Will noW be made to the folloWing Examples 
Which further illustrate the utility of the present invention. 
EXAMPLE 1 
550 ml of a Water and trichloro,ethylene mixture Were 
placed in vessel 12. The trichloroethylene concentration in 
the mixture Was 58 mg/L. 350 ml of polydimethylsiloxane 
(solvent L-45-20 polydimethylsiloxane as manufactured and 
sold by DoW Corning) Were added to the vessel 12 and 
mixed by the agitator 40). This experiment Was conducted to 
study the direct destruction of the organic compound from 
the aqueous phase. Simultaneously, oxygen at a How rate of 
0.2 L/min Was delivered to the oZonator Which provided 
2—4% oZone into the solvent in the vessel 12. It Was found 
that the trichloroethylene concentration Was reduced from 
58 mg/L to beloW 1 mg/L Within 1 minute (aqueous phase 
concentration) With substantial dechlorination. The oxida 
tion of 1,3-dichlorobenZene produced free chloride as a ?nal 
product. It Was found that 60% of the maximum chloride 
formed in 10 minutes (see FIG. 2). The percent of free 
chloride formation Was calculated from the total amount of 
chloride formed by complete destruction of the organic. 
EXAMPLE 2 
This example demonstrates vapor phase organic com 
pound destruction (in contrast to Example 1 Which Was for 
aqueous phase destruction) by multi-phase oZonation. 
Trichloroethylene vapor (generated by bubbling nitrogen at 
100 to 500 ml/s through liquid in tank 16). Vessel 12 
contained the same amount of solvent plus Water as in 
Example 1. FIG. 3 shoWs the subsequent free chloride 
formation from the oxidation of the trichloroethylene uti 
liZing L-45-20 or FC40 solvent system. This graphically 
demonstrates the ability of a small amount of the solvent 
system to sorb the organic vapor and provide a media for its 
rapid destruction. 
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In summary, numerous bene?ts result from employing the 
concepts of the present invention. The present invention 
utiliZes a solvent/combined solvent system providing a high 
oZone solubility. This high solubility alloWs the present 
method to better handle any perturbations and ?uctuations in 
the inlet gas ?oW delivering volatile liquid phase organic 
compounds for destruction. This is particularly true since the 
solvent/combined solvent system also provides a high sorp 
tion capacity for the vapor phase organic compound being 
treated. As a result, oZone is utiliZed more ef?ciently com 
pared to prior art aqueous phase oZonation systems. It should 
also be recogniZed that the solvent/combined solvent system 
is stable and recyclable. Accordingly, the overall cost of 
oZone generation, overall energy consumption and environ 
mental impact are all signi?cantly loWered While a more 
rapid destruction of organics Without the use of any UV light 
is provided. As an added bene?t, the present method may be 
easily retro?tted in existing Waste treatment facilities for 
treatment of both aqueous and vapor phase organic com 
pounds. 
The foregoing description of a preferred embodiment of 
the invention has been presented for purposes of illustration 
and description. It is not intended to be exhaustive or to limit 
the invention to the precise form disclosed. Obvious modi 
?cations or variations are possible in light of the above 
teachings. The embodiment Was chosen and described to 
provide the best illustration of the principles of the invention 
and its practical application to thereby enable one of ordi 
nary skill in the art to utiliZe the invention in various 
embodiments and With various modi?cations as are suited to 
the particular use contemplated. All such modi?cations and 
variations are Within the scope of the invention as deter 
mined by the appended claims When interpreted in accor 
dance With the breadth to Which they are fairly, legally and 
equitably entitled. 
We claim: 
1. Amethod of destroying a haZardous organic compound, 
comprising the step of: 
reacting the haZardous organic compound With oZone in a 
vessel containing a polymeric siloxane based solvent, a 
?uorinated hydrocarbon solvent and particulate rubber. 
2. The method set forth in claim 1, Wherein said polymeric 
siloxane based solvent is a liquid siloxane based solvent 
having an —Si—O— backbone substituted With methyl 
groups and ranges in viscosity from 3—200 centistokes. 
3. The method set forth in claim 1, Wherein said polymeric 
siloxane based solvent is polydimethylsiloxane. 
4. The method set forth in claim 2, Wherein said ?uori 
nated hydrocarbon based solvent ranges in molecular Weight 
from betWeen 400—900. 
5. The method set forth in claim 1, Wherein said ?uori 
nated hydrocarbon based solvent ranges in molecular Weight 
from betWeen 400—900. 
6. The method set forth in claim 1, including the step of 
utiliZing chipped tires as a source of said rubber. 
* * * * * 
